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SPRAY GUN SET UP SELECTOR: Gun Inlet Pressure 2.0 bar or as stated
LACKDATENBLATT: Eingangsdruck: ca. 2.0 bar wie unten angegeben
PISTOLET ET TABLEAU DES REGLAGES: Pression à l’entrée du pistolet 2.0 bar ou comme indiqué
SCHEDA ALLESTIMENTO AEROGRAFO: pressione aria 2,0 bar o come indicato
CONFIGURACIONES DE PISTOLAS: Presión a la entrada de la pistola 2.0 bar o según lo indicado 

CATEGORY MATERIAL

PRIMERs Priomat® 1K Wash Primer 
4075 P1-1.4 - - - - Ts1-0.8

Priomat® 1K Wash Primer 
4085 P1-1.4 - - - - Ts1-0.8

Permacron® Elastic 
Primer surfacer 3300 P1-1.4 - - - - Ts1-0.8

FILLERs Permasolid® Hs Express 
surfacer 5250 P1-1.6/1.8 - - - - Ts1-1.0/1.2

Permasolid® Hs 
Performance  surfacer 
5320

P1-1.6/1.8 - - - - Ts1-1.0/1.2

NON sANdING 
PRIMER

Permasolid® Hs Vario 
Primer surfacer 5340 P1-1.4 TE10-13 TE10-13 T1-13 T1-13 Ts1-0.8

2K sINGLE sTAGE Permasolid® Automotive 
Top Coat series 275 - TE20-1.2/1.3 TE20-1.2/1.3 T2-1.2/1.3 T2-1.2/1.3 Hs1/Ts1-0.8/1.0

sOLVENTbORNE 
bAsECOAT

Permacron® base Coat 
series 293/295 - TE20-1.2/1.3 - T2-1.2/1.3 - Hs1/Ts1-0.8/1.0

WATERbORNE 
bAsECOAT

Permahyd® basecoat 
series 280/285 - TE20-1.2/1.3 - T2-1.2/1.3 - Hs1/Ts1-0.8/1.0

Permahyd® Hi-TEC 
basecoat 480 - TE20-1.2/1.3 - T2-1.2/1.3 - Hs1/Ts1-0.8/1.0

CLEARCOATs Permasolid® Hs Clear 
Coat 8034 - - TE10-1.3 - T2-1.3 Hs1/Ts1-0.8/1.0

Permasolid® Hs Clear 
Coat 8055 - - TE10-1.3 - T2-1.3 Hs1/Ts1-0.8/1.0

Permasolid® Hs diamond 
Clear Coat 8450 - - TE10-1.3 - T2-1.3 Hs1/Ts1-0.8/1.0

Permasolid® Hs Optimum 
Plus Clear 8650 - - TE10-1.3 - T2-1.3 Hs1/Ts1-0.8/1.0

Permasolid® Hs speed 
Clear Coat 8800 - - TE10-1.3 - T2-1.3 Hs1/Ts1-0.8/1.0


